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RE—INSTALL EXISTING LMITS OF PVC.C& EXISTING HANDHOLE AT /
L—8508 SEMIFLUSH ADJUSTMENT . EDGE OF PAVEMENT

MALSR LIGHT FIXTURE b
AFTER ADJUSTMENT . : \

SEMI-FLUSH MALSR ADJUSTMENT
(STA. 107400, 109+00 AND 111+05)

N.T.S.
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NOTES

1. INSTALL ELECTRICAL TAPE OR OTHER BOND BREAKING MEDIA
BETWEEN ADJUSTING RINGS AND P.C.C. TO ALLOW ADJUSTING
RINGS TO 'BE INTERCHANGED TO ALTER LIGHT FIXTURE ELEVATION
AFTER CONSTRUCTION,

2. ALL BOLTS AND THREADS SHALL BE COATED WITH ANTI—SLEZE
COMPOUND PRIOR TO FINAL, ASSEMBLY.

3. QUANTITY OF 1/2" DIA. ¥
ANCHOR BOLTS:

STA. 107+00, 108+00 AND 111405 =
STA. 113400 = 286 EACH.

ADJUST EXISTING LB~1
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TYPE B ADAPTER PLATE /

ADJUST EXISTING {B—1
UIGHT BASE / SPECIAL

(TYP.) TYPE B ADAPTER PLATE ] BLANK LID

| RUNWAY 4 G
ﬁj/y EXISTING 2" CONDUIT
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RE-~INSTALL EXISTING

12 EACH PER STATION

EXISTING CONDUIT

50"
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RE—-INSTALL EXISTING
L—B8508 SEMIFLUSH
MALSR LIGHT FIXTURE
AFTER ADJUSTMENT

LIMITS OF P.C.C&
ADJUSTMENT

SEMI-FLUSH MALSR ADJUSTMENT
(STA. 113+00)

12" 0.D.

EXISTING HANDHOLE AT /
EDGE OF PAVEMENT

RE~USE EXISTING SPECIAL

3/16"

RE~USE EXISTING
SEMIFLUSH MALSR
LIGHT FIXTURE OR

BLANK LID 7

13 I T L

TYPE B ADAPTER PLATE

NEW P.C.C. SURFACE
OF SEMI--FLUSH MALSR
ADJUSTMENT

NEW WELDED WIRE FABRIC—
FLAT STOCK STEEL.

AREA = 0.042 SQ. IN. PER
FOOT BOTH DIRECTIONS
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NT.S. 2"
| 12" 0.0. | TYP.
EXISTING SPECIAL TYPE B EXISTING SEMIFLUSH MALSR
QSAETSE% PLATE TO BE LIGHT FIXTURE OR BLANK NEW (3) 1/4”
- LD ~ TO BE RE-~USED EXISTING P.C.C. SURFACE ADJUSTING RINGS.
/ f SEE NOTE 1.
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N NEW GASKET SEAL
EXISTING LB—1 REMOVE EXISTING P.C.C.
LIGHT BASE PAVEMENT TO A DEPTH OF
4" WITHIN THE LIMITS OF
P.C.C. ADJUSTMENT
NEW BONDING
EXISTING SEMI—-FLUSH FIXTURE TYPICAL SECTION AGENT PRIOR TO
T P.C.C. PLACEMENT
EXISTING LB-~1
LIGHT BASE

-

3”

\~EXISTING LIGHT

BASE FLANGE

P.C.C. SURFACE
AFTER REMOVAL

B

| —— NEW 1/2” DIA. "J"
SEE NOTES.

TYPE ANCHOR BOLTS.

4" NEW ITEM 610 P.C.C.

(MIN.

\‘* NEW LIGHT BASE EXTENSION.

LENGTH AND BOLT PATTERN
TO BE FIELD VERIFIED BY
THE CONTRACTOR.

NEW SEMI-FLUSH FIXTURE TYPICAL SECTION

N.T.S.
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